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Ego and Star 

Smart Pellet Technology  

MCZ’s innovative Active System instantly adjusts the 
combustion air to compensate for minor variations in 
pellet size and density. The stove determines the perfect 
amount of air to obtain the best possible combustion in 
any installation configuration. It monitors the internal 
functions and the LCD display provides valuable infor-
mation to keep your stove running at peak performance. 
No doubt about it, this is a smart system!  

Other features include: pre-programmed user selections; 
self-cleaning burner box; easily removable ash drawer; 
large hopper capacity; gentle flame patterns for enjoy-
able viewing; and quiet operation to give you a stove 
that is a joy to own and operate.  

Manufactured in Italy, all 
models are EPA certified and 
meet UL safety standards. 

Operation of the stoves is managed by the top mounted 
user-friendly control panel or an optional remote control. 

The Ego (shown on front cover) is available with sleek 
metal side panels in a choice of bordeaux, white, black, 
silver or stainless steel. 

The Star (shown above) has ceramic side panels in a 
choice of bordeaux, pepper white, or mustard or with a 
soapstone cladding. 

Star 

Heat Output:      Dimensions:      
Maximum 10 kW - 34 kBTU Height 106 cm - 42 in 
Peak Efficiency    94 % Width 52 cm - 20 in 
Capacity - up to 150 m² - 1600 ft² Depth 53 cm - 21 in 

Hopper capacity 37 ltr - 50 lb Back Vent ht 21 cm - 8 in 
Weight 140 kg - 310 lb Outside Air ht 39 cm - 15 in 
Pipe diameter 8 cm - 3 in       
Outside Air diam 5 cm - 2 in       

Ego and Star Specifications 
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Club, Suite, and Musa 

Smart Pellet Stoves with Deluxe Comfort Air® 

The Club, Suite, and Musa models come with Active Air 
or Multiair, which include the Comfort Air® system. The 
patented Comfort Air® works in concert with the Active 
Air system to provide yet another level of smart heating. 
These duct-able stoves allow you to duct heat through 
walls to rooms up to 25’ away. 

Comfort Air® extracts the heat produced by the stove 
with unequalled efficiency. Its unique two-fan system 
allows you to independently adjust the heat output to the 
room and to the rear duct system. It is quiet in operation, 
and does not require maintenance. 

The user-friendly remote control has just 
a few buttons to control the flames, fan, 
temperature, and to set the sleep and 
program modes. The versatile timer is 
already pre-set with 60 daily and 10 
weekly programs.  

The Club (shown above at right) is available with heat 
retaining ceramic panels in bordeaux, white, or sand. 

The Suite (shown on the back cover) comes in architec-
tural ceramic in bordeaux, pepper white, or mustard. 

The Musa (shown above left) slender and understated, 
comes with steel side panels in bordeaux, white, black, 
or silver (same as the Ego on the opposite page). 
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Club and Suite (C) and Musa (M) Specifications  
Heat Output:      Dimensions:      
Maximum 12 kW - 40 kBTU (C) Height  115 cm - 45 in 
Peak Efficiency    94 % Width 58 cm - 23 in 
Capacity - up to 185 m² - 2000 ft² Depth 56 cm - 22 in 

Hopper capacity 44 ltr -  60 lb Back Vent ht 44 cm - 17 in 
Weight 160 kg - 350 lb Outside Air ht 26 cm - 10 in 
Pipe diameter 8 cm - 3 in (M) Height  109 cm - 43 in 
Outside Air diam 5 cm - 2 in Width 50 cm - 20 in 
Duct Air diam 5 cm - 2 in Depth 56 cm - 22 in 
(C) Duct Air ht 101 cm - 40 in Back Vent ht 38 cm - 15 in 
(M) Duct Air ht 95 cm - 37 in Outside Air ht 20 cm - 8 in 
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