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Meter Manufacturer:

Model:

Lab ID #:

Serial #:

Calibration Date:

Calibration Expiration:

Barometric Pressure: 29.77 in. Hg

Manufacturer: Apex Date N/A

Model: SK25DA γ Factor: 1.000

Lab ID#: 47 Allowable Deviation (±5%): 0.05

Serial #: 1101001 Actual Deviation: 0.00

Calibration Expiration Date: 3/30/2023 Result: PASS

Calibration γ Factor: 0.9978

Run 1 Run 2 Run 3

Standard DGM Initial Volume (L) 0.000 0.000 0.000

Standard DGM Final Volume (L) 146.097 151.718 144.533

Standard DGM Temperature (°F) 78.5 79.0 80.0

0.00 0.00 0.0

0.000 0.000 0.000

5.340 5.541 5.316

100.0 104.0 105.0

1.00 3.64 1.95

5.159 5.358 5.104

5.340 5.541 5.316

1.000 1.001 0.998

γ Factor Deviation From Average 1.000 1.001 0.998

Calculations:

1.  Deviation = |Average value for all runs - current run value|

2.  γ = [Vstd x (γStd) x (Pbar+Pstd/13.6) x (TDGM + 460)] / [VDGM x (Tstd + 460) x (Pbar + PDGM/ 13.6)]

Standard Reference Meter is calibrated to NIST traceable standards. Uncertainty of measurement is ±0.5%.

Dry Gas Meter γ Factor

Unit Under Test Previous Calibration

Average Gas Meter γ Factor 0.999

Time (min)

Net Volume for Standard DGM (ft
3
)

Calibration Data

Net Volume for DGM (ft
3
)

Reference Standard DGM

1/25/2023

Standard DGM Pressure (in H2O)

DGM Initial Volume (ft
3
)

DGM Final Volume (ft
3
)

DGM Pressure (in H2O)

DGM Temperature (°F)

7/25/2022

Dry Gas Meter Calibration 

Apex

XC-50-DIR

203

A2204292
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